TECHNICAL SPECIFICATIONS OF THE COLLECTOR

. External frame
. Back side

. Back insulation
. Side insulation
. Absorber

O WON =

[o>]

. Cover

o ~

. Water-tightness

. Absorber’s tubes

: anodized aluminium profile

: galvanized sheeting - 0,6 mm

: rock wool 40 mm

. fiberglass of 20 mm

. copper fins 0,2 mm (selective
or black paint)

: copper pipes @ 10 & & 22 (risers and headers)

. solar tempered glass

: EPDM rubber/transparent silicone
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EXTERNAL DIMENSIONS - ALL MODELS
1120 1 160 | | 200 — 200 1 260 | | 300 — 300
|_1o1o_| |_127H |_1275_| : 2050 : : 2050 : : 2050 : 2580 :
EXTERNAL DIMENSIONS - ALL MODELS
MEG ASUNI STORAGE TANK COLLECTOR SUPPORT BASE | TOTAL WEIGHT
MODEL Dimensions Weight Cylinder’'s Dimensions |Collectors| Surface | Weight kg Pressure Test Weight kg
mm kg Pressure Test mm m (per collector) ka EMPTY' FULL
120 530x1100 | 52 |2080 kPa (298 psi) | 2050x1010xX90 1 2,10 43 2080 kPa(298 psi) 26 121 231
160 530x1320 | 62 |2080 kPa (298 psi) | 2050x1275x90 1 2,60 51 2080 kPa(298 psi) 27 140 | 290
200 570x1320 | 70 [2080 k




